





' MASTER SATELLITE LUMINAIRES
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SYSTEM FEATURES
Master/Satellite luminaires are designed to minimize the number of ballasts used to maximize energy savings. With the advent of multilomp electronic
ballasts, many different combindtions are now available.

With electronic ballasts, there are maximum distances which vary by manufacturer and bollast type) for spacing between Master and Satellite Units.
See the legend below. Contact your DayBrite Sales Representative if you are uncerlain which combinations ore available.

To order simply sefect the cdialog number of the luminaire you desire and suffix it with M {Master) or S (Satellite} plus the intertia longth.

" SUFFIX TO NORMAL CATALOG NUMBER:

UNI

M ~Master
S ~ Satellite

INTERTIE {ENGTH
" Master Unit Only
09 -9
n-1w

A &picc:l catalog number for a 2x4, 3 lamp, 18 cefl, 3* Pardlouver, Master/Satellite luminaire pair, with a 4 lamp and a 2 lamp electronic ballast in
the Master unit, with an 11" infertie, would be os follows:

Master Unit: 2P3G53'32w36Al-] 20-M11-1/4288
Regulor Catalog No.  Master & Interfie Lengih Ballast Information

Satellite Unit:2P3G5332-36A1-120-S-X - EB

I 'T_.____‘]
Regular Catalog No. Sm'%: hscﬁosl Ballast Information

SIMPLIFIED WIRING OF MASTER/SATELLITE

MASTER/SATELUITE INTERTIE

A prewired, UL listed inferconnection is provided with each master
unit that provides simplicity of wiring master fo satellite by means of
a prewired polarized plug to provide selected illumination levels.
Polarized prewired snapin plug-in on safellite unit.

MASTER SATELLITE For more information concerning Master/Satellite
consult specification sheet number 1600-0A, in

ired. simol . Prewired X : ; :
_ Prewired, simply snap in conneclor  Prewired, polarized connectors your Day-Brite Fluorescent Binder.

for 7/8" knock out. Simply plug connectors together,
locate access plate, tighten screw.





